
UTAH OIL AND GAS CONSERVATION COMMISSION

DATEFILED FEBRUARY 16, 1994
LAND: FEE & PATENTED STATE LEASE NO. U-0 1194-ST PUBLICLEASENO. INDIAN

DRILLINGAPPROVED: JUNE 1 3 , 19 9 4
SPUDDED 1N:

COMPLETED: PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAVITY A.P.I.

GOR:

PRODUCINGZONES

TOTAL DEPTH:

WELL ELEVATION

DATE ABANDONEDLOCATIONABANDONED APD EXPIRED EFFECTIVE SEPTEMBER 12, 1996
FIELD: NATURAL BUTTES FIELD
UNIT: NATURAL BUTTES UNIT
COUNTY: UINTAH
WELLNO COG 14-26-9-21 GR API NO. 43-047-32465
LOCATION 1 4 9 8 ' FSL FT FROM (N) (S) LINE 8 3 2 ' FWL FT. FROM (E) (W) LINE. NW SW 1/4 - 1/4 SEc 2 6

T9WP RGE.E
C STAL 0 I L &



DRILLING LOCATION ASSESSMENT

State of Utah ÜËÛ A$9
Division of oil, Gas and Mining

DMSION OF
'

OIL GAS & MINING
OPERATORíCoastal Oil & Gas Corp. WELL NAME: COG 14-26-9-21 GR
SECTION:26 TWP:9S RNG:21E LOC: 1498 FgL 832 FWL
QTR/QTRNW/SW COUNTY:Uintah YÏËLD: Natural Buttes
SURFACE OWNERi State
SPACING: F BECTÏOÑ LÎNE F QTR/QTR LÏ¾E F ANOTÛER WELL
INSPECTOR: David W. Hackford DATE AND TIME: 2:00 PM 12/13/93
PARTICIPANÌS : Paul Brashears Don Allred r . Jo Ã á Dennii

Ingramr David Ñ. Hackford

REGIONAL SETTING/TOPOGRAPHY
Nearly flat ground. Appox. 1.5' in elevation difference
bätWeen hicjh ãña low óint inside stakes.

LAND USE:

CURRENT SURFACE USE: Livestock and wildlife grazing.

PROP $20 SûRFACE DiSTURBANCE: some of existing locatibn of NBU
60 will be part of new location. 1 to 2' cut in middle of
proposed locatión. Road access will be from NBC10

AFFECTKD FLOODPLAÏNS AND/OR WETLANDS: N/A

FLORA/FAURA: Sagebrush, four wing salt.brush, native rasses. Ground
over 50% bare. Antelope and wild horse EfË$ks present. Probablÿ
used by rabbits, coÿotes, sntáll reptiles, raptöfš, Málf birds.

ENVIRONMENTAL PARAMETERS

SURFACE GEOLOGY
SOIL TYPE AND CHARACTERISTICS: Sandy loam clay soil.

Shale stone and sandstone.

SURFACE FORMATÏÖN & CHARACTERÏSTÏCS:

EROSTON/SEDIMENTATION/STABILITY: Erosion should not be
a problem.

PALEONTOL0GICAL PÓTENTÏAL:



(Iþ (Iþ.

SUBSURFACE GEOLOGY
OBJECTIVES/DEPTHS: 4625' Green River formation.

ABNORMAL PRESSURES-HIGH AND LOW:None. Established field.

CULTURAL RESOURCES/ARCHAEOLOGY: None.

CONSTRUCTION MATERIALS:Location will be constructed with
materials from the site.

SITE RECLAMATION: Reclamation will be done to natural state.

RESERVE .PIT

CHARACTERISTICS: 100' by 100' with 10' deep to the east
of wellhead.

LINING: Paul Brashears said Coastal planned to line pit with
with 12 mg) plastic rather it be required or not.

MUD PROGRAM:. As specified or necessary in APD.

DRÏLLING WATER SUPPLY: Uinta #1 well.

OTHER OBSERVATÎONS
Wellhead will be 90' from NBU 60 wellhead. NBU 60 is a

Wasatch well. COG 14-26-9-21 GR will be a Green River well/

STIPULATIONS FOR APD APPROVAL
Top soil and material from reserve pit should be piled

seperatly on location edge for reclamation.

ATTACHMENTS

Photos and maps



SECTION 26 TOWNSHIPqq RANGE2]p, COUN-Dnintah STATE reat
SCALE= 1"=1000'

NW/SW



COASTAL OIL Be GAS CORP.
T9S, R215 S.L.B.M. Well iocation, COG #14-26 -9-21 GR, loacted

as shown in the NW 1/4 SW 1/4 OF Section
26, T9S, R21E, S.L.B.&M. Uintah County, Utah.

S89'59'W - 80.06 (G.L.O.)

BAsis OF ELEVATION

TWO WATER TRIANGULATIONSTATION IN THE NW 1/4
OF SECTION 1, T10S, R21E, S.L.B.&M. TAKEN FROM THE
BIG PACK MTN. NE QUADRANGLE,UTAH, UINTAH COUNTY,
7.5 MINUTE SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY
THE UNITED STATES DEPARTMENT OF THE INTERIOR,
GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED
AS BEING 5238 FEET.

Po

N
U/ntoh County
A/um. Cap on 5/7"
Rebar (Set Stone)

26 o -, o
o o o
o o - o

COG /14-26-9-21 GR SC A LE
BJ2' Elev._Ungraded G'round - 49J8' CERTIFICA nu

THIS IS TO CERTIFYTHAT THE A FROM
FIELD NOTES OF ACTUALSUR ME O Y
SUPERVISIONAND THAT THE TRUE AND CO THE
BEST OF MY KNOWLEDGEAN * 2

709 --.

RE RED SURVEYOR
EGI ATION . 5709

U/ntah Gounty UTAH
Alum. cop on sja" S•t Stone . ...•

Resor V2" Resor

AL I • UINTAH ENGINEERING & YING

/ HEST - G.L.O. (Bas/s of Bearings) WEST - 2646.00' (Meas.)
85 SOUTH 200 EAST - VERNAL, UTAH 840782646.00 - (Measured)

U/nton count? (801) 789--1017
&

(CStæStoÔ LEGEND: SCALE DATE SURVEYED: DATE DRAWN:
1" = 1000' 12-08-93 12-09-93

=
90° SYMBOL

PARTY REFERENCES
= PROPOSED WELL HEAD. J.F. D.R. T.D.H. G.L.O. PLAT

WEATHER FILEA = SECTION CORNERS LOCATED.
COLD COASTAL OIL & GA



COASTAL OIL & GAS CORP.
LOCATION LAYOUTFOR

COG #14-26-9-21 GR Existing Road
SECTION 26, T9S, R21E, S.L.B.&M.

1498' FSL 832' FWL

Ex/sthy < krface EX/Sting Pipeline
Py.a». & Production Eaci/ities

C-2 J'
C-2.0' a Ja.J' y 2"$'"'
E/. 39.0' 8 Sta. J+25

60' 100'

Nu o

traun P PE S

N07E: Exisung

Elare Pit is to be located Druinage PIPE RACKS

a min. of 100' from the
Well Head.

25

1500'

Sta. 1+50
(bon. pig 100

TOILET [
l. 40.9'

·¯ Imt
-- RESERVEP/TS ---

Approx. ,-- .--- (10' D••p) --

UGHT PLANT

Top of o¯
P/t Capac/ty With

BOILER

Cut Slope -
---- , or Freeboard

- coMPREsson «Am Edge or Existing

is ±9,650 ab/s. -¯
¯

PUMP HOUSE TANK lW/ Pad NÐU /60

-- sto. o+ss
BOOSTER

B. 40.6'
C-1J.6 , , , ,

SH

Topsoil Stockpi/e

E/. 19. 7 ' PROPANE
C-2. 7' .

STORAGE
o (

Sta. 0+00

Re-·Route Dra
Û~Û•

Around Location
Û¯ 7• E/. J7.1' Toe of a 35 g'
E/. 38.J' Fill Slope

NO TES FIGURE #i
Elev. Ungraded Ground At Loc. Stake = 49J7.5'

s UINTAH ENGINEERING ac LAND SURVEYING
F/NISHED GRADE ELER AT LOC. STAKE = 4ÑJ Û ,, s,,g go, y,,, y



COASTAL OIL & GAS CORP.
TYPICAL CROSS SECTIONS FOR

seetton COG #14-26-9-21 GR
scale SECTION 26, T9S, R21E, S.L.B.&M.

1498' FSL 832' FWL
1" =

50°

DATE: 12-09-93
Drawn By: T.D.H.

1311111; 60 ' 100'LAND

5709 cur
STA. J+25

135 100'
Location Stake

CUT ---

---... / / CUT (I

£7nished Grade

STA. 1+50

35' 100'

STA. 0+65

Preconstruction 35' 100'
Grade

7 ) CUT FILL

STA. 0+00

APPROXIMATE YARDAGES

CUT
- EXCESS MATERIALAFTER(6") Topsoil Stripping = 1,080 Cu. Yds.

5¾ COMPACTION = 6,060 Cu. Yds.Remaining Location = 5,660 Cu. Yds.
Topsoil & Pit Backfill = 2,4JO Cu. Yds.

TOTAL CUT = 6,740 CU.YDS. (1/2 Pit Vol.)

FILL = 650 CU.YDS. EXCESS UNBALANCE = J,6JO Cu. Yds.
(After Rehobilitation)

/FIGURE #2 UINTAH ENGINEERING & LAND SURvrYING
85 South 200 Jitsat Vernai,



OpO d BCM
COG #14-20-9-21 GR

0.J

COASTAL OIL & GAS CORP.
TOPOGRAPHIC COG#14-26-9-21GR

M A P " A " N SECTION 26, T9S, R21E, S.L.B.& M.

DA7E 12-9--9J
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COASTAL OIL & GAS CORP.
TOPOGRAPHIC

COG #14-26-9-21 GR
M A P " B " N SECTION 26, T9S, R21E, S.L.B.& M.
SCALE: 1" = 2000'

DATE: 12-9-9J



P/P NE

5036

APPROX. P/PELINE DISTANCE = 210'

T 0 POGR A PH I c COASTAL OIL & GAS CORP.
M A P PROPOSED PIPELlNE RIGHT-OF-WAY FORtrovo N COG #14-26--9-21 GR

------- Exisr/NG P/PEuNE
SECTION 26, T9S, R21E, S.L.B.& M.

..-.... .-..-. Proposed Pipe/ine
DA Œ·
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COASTALOIL &cGAS CORP.
T9S, R216 S.L.B.M• We11location, COG #14-26-9-21 GR, loacted

as shown in the NW 1/4 SW 1/4 OF Section
26, T9S, R21E, S.L.B.&M. Uintah County, Utah.

SB9'59'W - 80.06 (G.L.O.)

BASIS OF ELEVATION
TWO WATERTRIANGULATIONSTATION IN THE NW 1/4
OF SECTION 1, TTOS, R21E, S.LB.&M. TAKENFROM THE
BIG PACK MTN.NE QUADRANGLE,UTAH,UINTAHCOUNTY,
7.5 MINUTESERIES (TOPOGRAPHICAL MAP) PUBUSHED BY

ci THE UNITED STATESDEPARTMENT OF THE INTERIOR,
-) GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED

AS BEING 5238 FEET.

N

26 - , i

COG †4-26-9-21 GR SC A LE
BJ2' Ê/eK. Ungraded Ground - 49J8' CERTIFICA 4

THIS IS TO CERTIFYTHATTHE PST WASPR$P
FIELD NOTES OF ACTUALSURVEWMADESY ME OR
SUPERVISION ANDTHATTHES$lE ARE TRUEAND C
BEST OF MY KNOWLEOGEAND

S ED LA
5 . TION NO. 5709

Uhrtà ¢ounty ORLUTAH

JL Uman ENGD1EERING &

/ HEST - G.L.O. (Bas/s of Beorings) IWST - 2646.00' (Moos.)
2646.00' - (Measured) 85 SOUTH 200 BAST - VERNAL UTAN 84078

omigg (801) 789-1017

saw (s.«sten.) LEGEND: sceu DATESURVENED: DATE ORAWN:

L 1" - 1000' 12-08-93 12-09-93
= 90' SYMBOL

PARTY REFERENCES
= PROPOSEDWELLHEAD. J.F. D.R. T.D.H. G.LO. PLAT

A = SEC110NCORNERSLOCATED. COLD COASTAL 01L & CAS



' 801TSS181
LS.. INC. VERNALS4078 891813 P.02

COASTALOIL & GAS CORP.
LOCATION LAYOUTFOR

COG #14-26-9-21 GR \
Existing Road

SECTION26, T9S, R21E, S.L.B.8cM.
1498' FSL 832' FWL \

P*sae « Product/on Facilities
C-2. J'C-2.0' E. 19.7

E/. J9.0'
--

a Sta. 3+25
60' 100'

SCAL.E: f = 50'
•$

DATE: 93
U. 4GP

Dr

r P/t /s to be located PIPE RACKS

a min. of 100' frorn the
Wa#Head C-1.5

7

l. 40.9'

-- RESERl/EP/TS UGHTPl.ANT
Approx. -

:--- (10' D•©l

Top of -- SOR.ER

Cut Slope - - 2' of Framboœ ATER EWyeof Mthy

I -- ,, gy gy y
- Pu P HousE / na Pad Asu pro

IO
-- sta oess

eoosita

FI. 40.6'
.

C-1J.6
Topsoil Stockpile

E/. J9.7' PROPANt
C- 2. 7'

Sta. 0+00

Re- Route Dra
Around Locat/on Û"""Î•Å E/. J7.1' I E. JS 9'

E/. J8.J' Fill Slope

NO TES: FIGURE #i
Sev. Ungraded Ground At I.ac. Stok. - 49J7.5'

s Unvran ENGZNBERZNC de LAND SURV£YING

RN/.WED ŒADE REW AT /.OC. STAKE - 4ÑJ Û as sma goo g.,« y.,,wa,



8017891815
LS.. INC. VERNAL84078 891813 P. 03

COASTALOIL & GAS CORP.
TYPICALCROSS SECTIONSFOR

X-section COG #14-26-9-21 GR
sco¡. SECTION 26. T9S, R21E, S.L.B.deM.

1498° FSL 832° FWL
1" =

50°

DATE: 12-09-93
Drawn By: T.D.H.

nutig . 60' 100'

135' 100'
Locadon Stoke

CUT -- -- ---
- .

/ / CUT (

F/n/shed Grade

STA. 1+50

35' 100'

cur
STA. 0+65

1

Proconstmet/on 35' 100'
Grade

CUT FILL

STA. 0+00

APPROXIMATEYARDAGES
CUT
(6") Topsoil Stripping = 1,080 Cu. Yds. EXCESS MATERIALAFTER

5% COMPACTION = 6,060 Cu. Yds.
Remaining Location - 5,660 Cu. Yds.

Topsoil & Pit Backfill - 2,4JD Cu. Yds.

TOTALCUT = 6,740 CU.YDS. 0/2 Pit Vol.)

FILL = 650 CU.YDS. EXCESS UNBALANCE = J,6JO Cu. Yds.
(After Rehabilltation)

/FIGURE #2 Umrni ENGIN£2RTNG & LMD SURVERNG
as south 200 emot Y•nses.
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OLS.· INC. VERNALB40T8 891815 P. Ø4
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COASTAL OIL & GAS CORP.
TOPOGRAPHIC COG#14-26-9--21GR

M A P " A " N SECTION 26, T95, R2'lE, S.L.B.& M.

OATE 12-9-9J
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COASTAL OIL &cGAS CORP.
T9S, R216 S.L.B.&M• Well location, COG #14-26-9-21 GR, loacted

as shown in the NW 1/4 SW 1/4 OF Section
26, T9S, R21E, S.L.B.&M. Uintah County, Utah.

S89°59'W
- 80.06 (G.L.O.)

BASIS OF ELEVATION

TWO WATER TRIANGULATIONSTATION IN THE NW 1/4
OF SECTION 1, T10S, R21E, S.L.B.&M. TAKEN FROM THE
BIG PACK MTN. NE QUADRANGLE,UTAH, UINTAH COUNTY,
7.5 MINUTE SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY
THE UNITED STATES DEPARTMENT OF THE INTERIOR,
GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED
AS BEING 5238 FEET.

N
U/ntah county
A/um. Cap on 5/6"
Rebar (Set Stone)

^o

- 'o
o o o

COG /14-26-9-21 GR SC A LE
8J2' Elev. Ungraded Ground - 49J8' CERTIFIC

THIS IS TO CERTIFYTHAT THE AB AS PREPARED FROM
FIELD NOTES OF ACTUALSURVE BY ME OR UNDERidY !

SUPERVISIONAND THAT THE SAMiÍ TRUE D COgECT TO THË
BEST OF MY KNOWLEDGEAND B •

RE TER LAND SURVEYOR
REG 0. 5709 ·

U/ntah County STA ***

Alum. Cap on 5/3" | Set Stone gi
Rebar 1/2" Rebar

AL I - UINTAH ENGINEERING & LAND VEYING

/ HEST - G.L.O. (Basis of Bearings) WEST - 2646.00' (Meas.)
, 85 SOUTH 200 EAST - VERNAL, UTAH 840782646.00 - (Measured)uintoh counti

, (801) 789-1017
A/um. Cap on 5/8
Rebar (Set Stone) LEGEND: SCALE DATE SURVEYED: DATE DRAWN:

1" = 1000' 12-08-93 12-09-93
=

90° SYMBOL
PARTY REFERENCES

= PROPOSED WELL HEAD. J.F. D.R. T.D.H. G.L.O. PLAT
= SECTION CORNERS LOCATED. WEATHER FILE

COLD COASTAL OIL & GAS
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COG #14-26-9-21GR
1498' FSL & 832' FWL

NWISW, Section 35-T9S-R21E
Uintah County, Utah

Utah Mineral Lease No.: U-01194-ST

COASTAL OIL & GAS CORPORATION
DRILLING PROGNOSIS

1. Estimated Tops of Important Geologic Markers:

Uintah: Surface
Green River: 1450'
Total Depth: 4725'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations:

Green River "M" 4325' Gas (Primary Objective)

All freshwater and prospectively valuable minerals encountered during drilling will be recorded
by depth and adequately protected. All oil and gas shows will be tested to determine commercial
potential.

3. Pressure Control Equipment: (Schematic Attached)

Type: One 10" x 3000 psi annular preventer.
One 10" x 3000 psi double ram preventer (blind ram above, pipe ram
below).
One wing with two manual valves and one choke.
One positive choke and one adjustable.

Testing Procedure: The BOP and choke manifold will be pressure tested to the rated working
pressure of 70% of the internal yield strength of the surface casing,
whichever is less, for a period of 15 minutes upon installation; once
every 30 days and/or when flange seals are broken if a "nipple-up" or
"nipple-down" takes place.

4. Drilling Fluids Program:

Interval Tvoe Weight Viscosity Fluid Loss

0-1500' Aerated/Mist --- --- ---

1500-4725' Aerated Water --- --- ---

Sufficient quantities of mud materials will be maintained or readily accessible for the purpose of
assuring well control during the course of drilling operations. The surface hole will be drilled with
an air mist systeminjecting water at the rate of 15-20 gallons/minute, until the lost circulation



O O
Coastal Oil & Gas Corporation
COG #14-26-9-21 GR
Drilling Prognosis
Page 2

is reached at ±1500'. At that point, Coastal Oil & Gas Corporation will switch to an aerated
water system, utilizing the rig pumps to inject water at a rate of 190 gallons/minute to total depth.

5. Evaluation Program:

Logs: Dual Laterlog & Caliper: TD - 250'
FDC-CNL/GR: TD - 250'

DST's: None Anticipated

Cores: None Anticipated

Evaluation Program may change at the discretion of the wellsite geologist.

6. Abnormal Conditions:

No abnormal temperatures or pressures are anticipated. No H2S gas has been reported or known
to exist from previous drilling in the area at this depth. Maximum anticipated bottomholepressure
equals 3348 psi.

7. Proposed Facilities:

If the well is productive, a 4" surface gas pipeline will be installed from the COG #14-26-9-21 GR
gas well and tied into the existing gas pipeline located approximately 100' west of the proposed
well (see attached Topo Map "D"). A 30' width easement of approximately 100' length is
requested for this pipeline. There will be minimum surface disturbanceas the pipeline will be laid
on the
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COG #14-26-9-21 GR
1498' FNL & 832' FWL

NWISW, Section 26-T9S-R21E
Uintah County, Utah

Utah Mineral Lease No.: U-01194-ST

COASTAL OIL & GAS CORPORATION
SUPPLEMENT TO APPLICATION FOR PERMIT TO DRILL

1. Location and Type of Water Supply:

A. Freshwater for drilling will be obtained from the Uintah #1 water well located in the SE NE
of Section 16-T10S-R21E, Uintah County, Utah, Utah Water Right No. 49-111.

2. Methods of Handling Water Disposal:

A. Sewage - Self-contained, chemical toiletswill be provided for human waste disposal. Upon
completion of operations, the holding tanks will be pumped and the contents disposed of in
a municipal sewage treatment facility or other authorized disposal facility.

B. Garbage and Other Waste Materials - All trash will be contained in a portable trash cage.
Upon completion of operations, all trash will be hauled to an approved sanitary landfill.

C. Cuttings and Drilling Fluids - The cuttings will be deposited in the reserve pit. Drilling
fluids will be contained in reserve pit and allowed to evaporate. The reserve pit will be
designed to prevent the collection of surface runoff and will be constructed with a minimum
of one-half (½)the total depth below the original ground surface on the lowest point within
the pit. The reserve pit will not be lined unless fractured rock or extremely porous soillrock
formations are encountered.

3. Plans for Reclamation of the Surface:

A. Backfilling, leveling, and recontouring are planned as soon as the reserve pit dries. Waste
and spoil materials will be disposed of immediately upon completion of drilling and
workover activities. If production is established, the unneeded areas of the location will be
reclaimed as soon as the reserve pit dries.

B. Upon completion of backfilling, leveling, and recontouring, the stock-piled top soil will be
evenly spread over the reclaimed area(s). All disturbed surfaces (including access road and
well pad areas) will be reseeded using the seed mixture recommended by the State of Utah.
Seed will be drilled on the contour to an approximate depth of ½ inch.

C. Three sides of the reserve pit will be fenced during drilling operations. Prior to rig release,
the reserve pit will be fenced on the fourth side to prevent livestock and wildlife from
becoming entrapped, and the fencing will be maintained until leveling and cleanup are
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Coastal Oil & Gas Corporation
COG #14-26-9-21 GR
Supplement to Application for Permit to Drill
Page 2

D. If any oil is on the pits and is not immediately removed after operations cease, the pit
containing the oil or other adverse substances will be flagged overhead or covered with wire
mesh.

E. The reclamation operations will begin after the drilling rig is removed. Removal of oil or
other adverse substances will begin immediately or area will be flagged and fenced. Other
cleanup will be done as needed. Rehabilitation operations should be completed by the Fall
of 1994.

4. Other Information:

A cultural resource inventory of the proposed well site and access road has been performed and
submittedto your office.

5. Surface and Mineral Ownership:

State of Utah
3 Triad Center, Suite 400
355 West North Temple
Salt Lake City, Utah 84180

Mineral Lease No.:



COASTAL OIL & GAS CORP.
LOCATION LAYOUTFOR
COG #14-26-9-21 GR

Existing Road
SECTION26, T9S, R21E, S.L.B.&M.

1498' FSL 832' FWL

Ex/siksg 4" R ad - - -- -

Existing Pipe/ir e
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E/N/SHED GRADE ELER AT LOC. STAKE = 4ÛJ Û as sa age g.,, y,,,uu.
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COASTAL OIL & GAS CORP.

TYPICAL CROSS SECTIONS FOR

x-section COG #14--26-9-21 GR
soote SECTION 26, T9S, R21E, S.L.B.&M.

1498' FSL 832' FWL
1" = 50'

DATE: 12-09-93
Drawn By: T.D.H.

60' 100'

135' 100'
Location Stake

CUT ·¯¯¯
----

---

----.
-.

. / / CUT (

Rnished Grade

SM. 1+50

35' 100'

I
CUT E/LL

SM. 0+65
.I

Preconstruction 35' 100'
Grade

S/ope = 1 1/2.•1
(7 ) CUT FILL

SM. 0+00

APPROXIMATE YARDAGES

CUT
(6") Topsoil Stripping = 1,080 Cu. Yds. EXCESS MATERIALAFTER

5% COMPACTION = 6,060 Cu. Yds.Remaining Location = 5,660 Cu. Yds.
Topsoil & Pit Backfill = 2,4JO Cu. Yds.

TOTAL CUT = 6, 740 CU.YDS. (1/2 Pit Vol.)

FILL = 650 CU.YDS. EXCESS UNBALANCE = J,6JO Cu. Yds.
(After Rehabilitation)

FIGURE #2 ÜDTP { ËNGINEFRING & LAND SURVEYING
85 South 200 Rast Verreas.







PROPOSED P/PELINE

EX/S17HG

5/0

s/7

sico

APPROX. P/PEL/NE DISTANCE = 210'

TOP 0 GR A PH I c COASTAL OIL &cGAS CORP.
M A P PROPOSED PIPELINE RIGHT-OF-WAY FORissvo N COG #14-26-9-21 GR

------- EX/ST/NG P/PELINE
SECTION 26, T9S, R21E, S.L.B.& M.

so....---- Proposed Pipeline
DATE:



COASTAL OIL & GAS CORPORATION

COG #14-26-9-21 GR
SECTION 26, T9S, R21E, S.L.B. & M.

PROCEED WESTERLY FROM VERNAL, UTAH ON U.S. HIGHWAY 40 APPROXIMATELY
14.0 TO THE JUNCTION OF STATE HIGHWAY 88; EXIT LEFT AND PROCEED
SOUTH APPROXIMATELY 17.0 MILES ON STATE HIGHWAY 88 TO OURAY, UTAH;
PROCEED SOUTH FROM OURAY APPROXIMATELY 6.9 MILES ON THE SEEP RIDGE
ROAD TO THE JUNCTION OF THIS ROAD AND AN EXISTING OILFIELD SERVICE
ROAD TO THE EAST; TURN LEFT AND PROCEED IN AN EASTERLY DIRECTION
APPROXIMATELY 5.0 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE NORTH; TURN LEFT AND PROCEED IN A NORTHERLY
DIRECTION APPROXIMATELY 0.3 MILES TO THE JUNCTION OF THIS ROAD AND
EXISTING ROAD TO THE NORTHEAST; TURN RIGHT AND PROCEED IN A
NORTHEASTERLY DIRECTION APPROXIMATELY 2.1 MILES TO THE JUNCTION OF
THIS ROAD AND AN EXISTING ROAD TO THE SOUTHEAST; TURN RIGHT AND
PROCEED IN A SOUTHEASTERLY DIRECTION ± 0.4 MILES TO THE JUNCTION OF
THIS ROAD AND AN EXISTING ROAD TO THE EAST; TURN LEFT AND PROCEED
IN AN EASTERLY DIRECTION ± 0.8 MILES TO THE BEGINNING OF THE
PROPOSED ACCESS ROAD. FOLLOW ROAD FLAGS IN A EASTERLY DIRECTION
APPROXIMATELY 50' TO THE PROPOSED
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APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/16|94 API NO. ASSIGNED: 43-047-32465

WELL NAME: COG 14-26-9-21 GR
OPERATOR: COASTAL OIL & GAS CORP (NO230)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
NWSW 26 - TO9S - R21E
SURFACE: 1498-FSL-0832-FWL TECH REVIEW Initials Date
BOTTOM: 1498-FSL-0832-FWL
UINTAH COUNTY Engineering
NATURAL BUTTES FIELD (630)

Geology
LEASE TYPE: STA
LEASE NUMBER: U-01194-ST Surface

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
' Bond: Federal [ ] State [g'Fee [ ]

(Number /py/cy ) R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number gg-/// ) Drilling Unit.
Al RDCC Review (Y/N) Board Cause no: |¶7-j

(Date: ) Date: g/>7/jÿÿÿ

STIPULATIONs: LC ß E / /d£ D 2 ma t i



State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
355 West North Temple

Michael O e 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

June 13, 1994

Coastal Oil & Gas Corporation
P.O. Box 749
Denver, Colorado 80201-0749

Re: COG 14-26-9-21GR Well, 1498' FSL, 832' FWL, NW SW, Sec. 26, T. 9 S., R. 21
E., Uintah County, Utah

Gentlemen:

Pursuant to the order issued by the Board of Oil, Gas and Mining in Cause No.
197-8 dated April 27, 1994, and Utah Admin. R.649-3-4, Permitting of Wells to be
Drilled, Deepened or Plugged-Back, approval to drill the referenced well is hereby
granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Reserve pit will be lined with a 12 mil synthetic liner.

2. Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil
and Gas Conservation General Rules.

3. Notification to the Division within 24 hours after drilling operations
commence.

4. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

5. Submittal of the Report of Water Encountered During Drilling, Form 7.

6. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or K. Michael Hebertson,
Reclamation Specialist, (Home)
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Page 2
Coastal Oil & Gas Corporation
COG 14-26-9-21 GR Well
June 13, 1994

7. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-047-32465.

Sincerely,

R.J. h
Associate Director

Idc
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District Office



FORM 9 ATE OF UTAH
DIVISIONW OIL, GAS AND

5. Lease Designation and Serial Number:
U-01194-ST

6. If Indian, Allotteeor Tribe Name:
SUNDRY NOTICES AND REPORT ON ELLS N/A

Do not use this form for proposals to drill new wells, deepen existing wells, or t r I and ned wells. 7. Unit Agreement Name:
Use APPLICATIONFOR PERMITTO DRILLOR DEEPEN for AN MINING Natural Buttes Unit

1. Type of Well: 8. Well Name and Number:
OIL GAS OTHER: COG #14-26-9-21 GR

2. Name of Operator: 9. API Well Number:
Coastal Oil & Gas Corporation 43-047-32465

3. Address and Telephone Number: 10. Field and Pool, or Wildcat:
P.O. Box 749, Denver, CO 80201--0749 (303) 573-4476 Natural Buttes

4. Location ofWell

Footages: 1498' FSL & 832' FWL County: Uintah
QQ, Sec., T., R., M.: NW/SW Section 26-19S-R21E state: Utah

19. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Dyplicate) (Submit Original Form Only)

[¯¯¯]Abandon New Construction Abandon * New Construction
Repair Casing Pull or Alter Casing Repair Casing Pull or Alter Casing
Change of Plans Recompletion Change of Plans Perforate
Convertto Injection Perforate Convertto Injection Ventor Flare
Fracture Treat or Acidize Vent or Flare Fracture Treat or Acidize Water Shut-Off
Multiple Completion Water Shut-Off Other

[X¯] Other APD Extension

Date of work completion

Approximate date work willstart Report results of Multiple Completions and Recompletions to different reservoirs on WELL
COMPLETION ORRECOMPLETION REPORT AND LOG form.

* Must be accompanied by a cement verification report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, if well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to thiswork.)

The subject APD was approved June 13, 1994. Due to continuing economic evaluation, Coastal Oil & Gas Corporation will not
be able to spud this well prior to the expiration date.

Operator therefore requests a 1year extension of the subject APD.

Thank you for your cooperation.

N3ame

& Signature: Title: D
iSc re

g Manager oate: 05/17/95

(This space for State use only)

(5/94) (See Instructions on Reverse
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State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

September 12, 1996

Joe Adamski
Coastal Oil & Gas Corporation
P.O. Box 749
Denver, Colorado 80201-0749

Re: COG 14-26-9-21 GR Well, Sec. 26, T. 9 S., R. 21 E., Uintah County, Utah,
API No. 43-047-32465

Dear Mr. Adamski:

Due to excessive time delay in commencing drilling operations, approval to drill the subject well
is hereby rescinded, effective immediately.

Please note that a new Application for Permit to Drill must be filed with this office for approval
prior to the commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well location, it is imperative
that you notify the Division of Oil, Gas and Mining immediately.

y,

Don Staley
Administrative Manager
Oil and Gas

lwp

cc: R. J. Firth, Associate Director
K. M. Hebertson
Well file
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